
Fluid Air, gas and liquid Contact load AC =10A 440V
Protection IP 66 DC=12W 230V

IP 54 with manually reset

Capillary

Max. Bulb 

temp.Lower Range Higher Range

Max. Alarm 

Contact

Adjustment 

Range
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2.01 DANFOSS THERMOSTATS

SPDT

CODES

Adjustable Differential

TO ADD TO THE 

CODE: A

°C °C °C °C

Type

1- 3 150 2 017-5077AS30101 RT 10 -60- -25 1,7- 7

1- 4,5 150 2 017-5066AS30102 RT 9 -45- -15 2,2- 10

1- 3 150 2 017-5097AS30103 RT 13 -30- 0 1,5- 6

1- 4 150 2 017-5014AS30104 RT 3 -25- 15 2,8- 10

1- 4 150 5 017-2016AS30105 RT 3 -25- 15 2,8- 10

1- 4 150 8 017-5017AS30106 RT 3 -25- 15 2,8- 10

6- 20 150 2 017-5008AS30107 RT 2 -25- 15 5- 18

2,5- 14 150 2 017-5053AS30108 RT 7 -25- 15 2- 10

2,5- 14 150 5 017-5055AS30109 RT 7 -25- 15 2- 10

2,5- 14 150 8 017-5056AS30110 RT 7 -25- 15 2- 10

1,5- 7 145 2 017-5063AS30111 RT 8 -20- 12 1,5- 7

1- 3 65 2 017-5089AS30112 RT 12 -5- 10 1- 3,5

2- 10 150 2 017-5099AS30113 RT 14 -5- 30 2- 8

3 017-5100AS30114 RT 14 -5- 30 2- 8

AS30115 RT 14 -5- 30 2- 8

2- 10 150

2- 10 150

2- 10 150

AS30116 RT 14 -5- 30 2- 8 2- 10 150

B C

AS30117 RT 14

5 017-5101
8 017-5102

-5- 30 2- 8

AS30118 RT 26 -5- 50 2- 9

10 017-5103

CODES
TO ADD TO THE CODE:

A

1- 3 85 2 017-5278
3- 19 150 2 017-5180

AS30120 RT 15 8- 32 1,6- 8
SPDT

AS30119 RT 23 5- 22 1,1- 3

200 2 017-52644) SPDT

1,6- 8 150 2 017-5115

AS30122 RT 101 25- 90 2,4- 10

AS30121 RT 109 0- 85 6,5 fixed

300 3 017-5006
3,5- 20 300 2 017-5003

300 5 017-5022

017-5004 017-5005
AS30123 RT 101 25- 90 2,4- 10 3,5- 20

300 8 017-5024
AS30124 RT 101 25- 90 2,4- 10 3,5- 20

300 10 017-5025

017-5023
AS30125 RT 101 25- 90 2,4- 10 3,5- 20

120 2 017-5048
AS30126 RT 101 25- 90 2,4- 10 3,5- 20

120 3

017-5026
AS30127 RT 106 20- 90 4- 20 2- 7

120 5 017-5050

017-5049
AS30128 RT 106 20- 90 4- 20 2- 7

220 2 017-5060

017-5051
AS30129 RT 106 20- 90 4- 20 2- 7

215 2 017-5135
AS30130 RT 108 30- 140 5- 20 4- 14

215 3 017-5139
AS30131 RT 107 70- 150 6- 25 1,8- 8

215 5 017-5140

017-5136 017-5137
AS30132 RT 107 70- 150 6- 25 1,8- 8

215 8 017-5144
AS30133 RT 107 70- 150 6- 25 1,8- 8

215 10 017-5145

017-5141 017-5143
AS30134 RT 107 70- 150 6- 25 1,8- 8

260 2 017-52051)

AS30135 RT 107 70- 150 6- 25 1,8- 8

260 5 017-52061)

AS30136 RT 120 120- 215 7- 30 1,8- 9

8 017-52071)

017-5211 017-5210
AS30137 RT 120 120- 215 7- 30 1,8- 9

2 017-5208 017-5214
AS30138 RT 120 120- 215 7- 30 1,8- 9 260

5 017-5209
AS30139 RT 120 120- 215 7- 30 1,8- 9 260

2 017-5220 017-5224
AS30140 RT 120 120- 215 7- 30 1,8- 9 260

5 017-5222
AS30141 RT 123 150- 250 6,5- 30 1,8- 9 300

300 8 017-5223

 
AS30142 RT 123 150- 250 6,5- 30 1,8- 9 300

2 017-5227 017-5231
AS30143 RT 123 150- 250 6,5- 30 1,8- 9

AS30145 RT 124 2,5- 10 350 5 017-5229200- 300

5- 25

5- 25

2,5- 10 350AS30144

017-5212

RT 124 200- 300
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2.02 DANFOSS THERMOSTATS
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CONTROLLER WITH RUGGED HOUSING EXTERNAL SET-POINT ADJUSTMENT (2mt CAPILLARY)

COMPACT THERMOSTAT, MOUNTING COMPATIBILITY WITH PICOSTAT FAMILY NP AND PST 

CAPILLARY

RUGGED HOUSING INTERNAL SET-POINT ADJUSTMENT & EXTERNAL RESET KNOB (2mt CAPIL) CAPILLARY

CAPILLARY
EXTERNAL SET-POINT ADJUSTMENT, MARINE APPROVED (3 mt CAPILL.)

COMPACT THERMOSTAT, MOUNTING COMPATIBILITY WITH PICOSTAT FAMILY NP AND PST 
EXTERNAL SET-POINT ADJUSTMENT, MARINE APPROVED

lg. 
TERMOWHELL

CAPILLARY

FOR GALVANIC BATHS OR OTHER AGGRESSIVE MEDIA INTERNAL SET-POINT ADJUSTMENT (1,5mt 

CAPILLARY)
CAPILLARY

CAPILLARY

2 STAGE CONTROLLER INTERNAL TEMPERATURE SET-POINT ADJUSTMENT (2mt CAPILLARY) CAPILLARY

2 IN 1: THERMOSTAT & TEMPERATURE LIMITER IN ONE HOUSING, INTERNAL SET-POINT 
ADJUSTMENT (2 mt CAPILLARY)+RIARMO MANUALE 

IP65 1 mt

300
IP40

120

AS90403 CO4E3Y 40..120°C -35..+120 150

IP 40
IP 40
IP 40
IP 40

IP40

90..200°C

100°C
10..90°C

-35..+120
-35..+120
-35..+120
-35..+120

-35..+120
-35..+120

safety lockout

CO8A 120
AS90104 CO8B 150

Immersion 

thermostats for 

direct mounting

AS90101 CO3A3

AS90103
40..120°C
10..90°C

AS90102

AS90301 CO7A3M Bithermostat

CO3B3

120 98

0..110°C

AS61202
AS61203

120
150

AS90201 CO6AM

AS61204
AS61205

AS61201
RUGGED, MARINE APPROVED THERMOSTAT INTERNAL SET-POINT ADJUSTMENT

165ISNT15011

115

ISNT15015
+20..+150

AS61206

ISNT11015
+20..+110

2

ISNT11065 2
ISNT11011 2

AS61105
AS61106

AS61101
AS61102

ISN15011 2.5
2.5

+20..+150
2.5

AS61103
AS61104

AS60906

IS95R

IP 54AS60402

AS60501

AS60302

EXTERNAL SET-POINT ADJUSTMENT WITHOUT PROTECTION TUBE (2mt CAPILLARY)
AS60301

AS61006

ISP15065 +20..+150

AS60503

AS60601

CODES

AS60502

AS60401

AS60801
AS60802
AS60803
AS60804

AS60901 100

+20..+230

AS60902

AS60303
AS60304

IP 54

50M2S35

AS60305
AS60306

AS60602
AS60603

+5..+95

IS350SR

AS60604
AS60605
AS60606

AS60701

ISP15015

+70..+350

AS60706

AS60903

AS60702
AS60703
AS60704
AS60705

115

AS61001

AS60904
AS60905

100

115

ISP11015

2.5

-30..+70

115

IP 65

2.5

AS90402 CO4B3Y

165 65

205

95

150
110

110

150

98
98

205

65
TERMOWHELL

110

65

ISN11015
+20..+110

2

-30..+70

115

65

ISN15065

CAPILLARY

2.5 165
115

RUGGED, MARINE APPROVED THERMOSTAT INTERNAL SET-POINT ADJUSTMENT (3mt CAPILL.)

ISPT11015 +20..+110 4 115

AS61003

ISPT15015 165-

IP 65

65

150

ISPT11065 +20..+110 4 115

+20..+150 5

ISPT15065 +20..+150
4 100

165
165

2

IP 65

65

ISPT9565 +5..+95 4

ISPT9515 +5..+95

AS61002

4

100

110

ISP9515 +5..+95

-30..+70

165

150

115
115

165

ISP11065 +20..+110 4
ISP9565 +5..+95 4

1,5 mt
50..300°C 300 IP65
50..300°C

1,5 mt
-35..+120

ISN11011 2

IP 65

AS61005

165

CO4B3

Copper165
250

AISI 316 L380

-30..+70

+20..+110

105

4
+20..+150 4

5

4 165
-30..+70

150

IS 350 S +70..+350

+20..+150
IS230SR

4.0..40

IS150R

Copper
60

AISI 316 L

165
250

IP 65

380

105
0..+35

IS 230 S +20..+230 3.0..32
2.5..16

I 95 +5..+95 2.0..12

I 40 -30..+40 0.7..10

-30..+70

45
I 35

I 150 +20..+150

0.7..10

5.0 380
M2S230S +20..+230 2504.5

70..350M2S350S

4..40

3.0 165

45

M2S95 +5..+95 2.5
-30..+70

1.8

M2S150 +20..+150

M2S40 -30..40
0..+35

Copper

D95R +5..+95 2.0..12
-30..+70

105
IP 54

Thermostats

3.0 165 FEP

-35..+120

105
165

IP40

RANGE
Temperature °C

MATERIALMAX FLUID

CAPILLARY

IP
DIFFERENTIAL

2.04 THERMOSTATS

AMBIENT
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MODEL

IP 65

150

ISN11065
ISN15015

ISNT15065

AS90401

D150R +20..+150

FEP

Copper

GS95 +5..+95 2.5 -30..+70 105
+20..+150

165
380

1.8

105

w/capillary 
and bulb

M350S +70..+350 4..40 380

700.7..10

250

2.5..16

-30..+70

M35 0..+35

M150 +20..+150
M95

M230S +20..+230

+5..+95 IP 54
Copper

AISI 316 L3..32

2..12

0.7..10

2.5..16

-30..+40

D300R 40..300

GS150

M40

AS61004

45

THERMOSTATS FOR POWER PLANTSAS 900
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FOR GAUGES COUPLINGS AND COILS GO TO PAGE 4.26    

ALL IN S.S.

ALL IN S.S.

BIMETAL THERMOMETER
REAR MOUNTINGRADIAL MOUNTING

AH30330AH30305

AH30110 AH30115 AH30120 AH30125 AH30130

AH30210 AH30220 AH30225

ANCC WELL

60
80

100
150

AH30005 AH30010

AH30325

AH30015 AH30020

WELL
BRASS

S.S.

Ø OUT

AH30025 AH30030

AH30230

Ø 1/2"
Ø 1/2"

..0

AH 074

AH 075

300

AH 234 AH 239 AH 244AH 229AH 055

½x 200 ½x 50

STAINLESS STEEL CASESTEEL CASE
RADIAL MOUNTING

AH 033

AH 034

AH 035

AH 071

AH 072

STEEL CASE STAINLESS STEEL CASE

AH 235 AH 240

½x 50 ½x 100½x 50 ½x 100 ½x 100

REAR MOUNTING

½x 50 ½x 50½x 100 ½x 150

AH 023

AH 024

½x 150

STAINLESS STEELSTAINLESS STEEL

10
SPECIAL

Posterior stem lenght (mm)

AH 065 AH 249

AH 238 AH 243

100 150 20050 250

AH30105

THERMOWELL

AH 218 AH 223

200 AH 204 AH 209 AH 214 AH 219 AH 224

150 AH 203 AH 248AH 208 AH 213 AH 054

100

AH 052

AH 222AH 202 AH 207

AH 221

AH 051

AH 231

AH 061

AH 062

AH 233

AH 242AH 232AH 227 AH 063

AH 228

AH 246

AH 212 AH 217 AH 237

AH 236

AH 053 AH 247AH 073

AH 241AH 226

AH 220 AH 230AH 225 AH 24563

80 AH 201 AH 206 AH 211 AH 216

Ø1/4"

½x 200Øx lg. ½x 100 ½x 150 ½x 200

AH 200 AH 205 AH 210 AH 215

Ø

CODE
AH 90104
AH 91104

AH30205

AH30310 AH30315

Ø1/2"

XX

..4

AH 148

AH30215

200 AH 104 AH 109 AH 114

WHELL BRASS

CASE STEEL CASE

AH 149AH 119 AH 124 AH 129 AH 134AH 025 AH 144

AH 142 AH 147

AH 128

100 AH 102

AH 143150 AH 103

AH 112

AH 108

½x 100½x 200

AH 130AH 125

AH 14180 AH 101 AH 106 AH 111 AH 116

AH 132

AH 131

AH 133 AH 138AH 118

AH 137

AH 146

AH 110 AH 145

AH 121

AH 011 AH 140 AH 031

AH 032AH 136

½x 100 ½x 150 ½x 200

STAINLESS STEEL

AH 021

AH 022

AH 115 AH 120

THERMOMETERS

AH 126

AH 135

½x 200

AH 107 AH 117

STAINLESS STEEL

2.09

63 AH 100 AH 105

½x 100

AH 122

½x 50

AH 113

AH 127

BRASS

STEEL CASE

STD RANGES FOR THERMOMETERS

AH 139

½x 150

Ø3/8"
..2

AH 91..

..5

300°

CODE

Posterior stem lenght (mm)

Ø3/8"

..0

..3

Ø IN

AH 014

AH 015

AH30320

½x 150

AH 123

..0 XX

Ø1/2"
Ø3/4"

..2

100

AH 90..

500°

150

AH 012

..3

..4

Ø OUT

AH 013

..1

..2

AH31105 AH31115

150

..5 Ø3/4"

Ø1/4"
CODE

AH31030

AH31125

AH31020

CODE CODEWELL

0..60° 0..120° 150° 200°

200
XX

50
100

CODES

RANGE

Lg. mm

..3
BRASS

S.S.

150 AH31305

WHELL

Øx lg.

VALVOIND Srl  Via Pascoli, 5 - 24060 Bagnatica (Bergamo)  Tel. 035.681919-Fax. 035.684461

CASE

AH 064

..4

01
-10+50

02 03 04 05 07

AH31330

300

AH31120

60 AH31005 AH31010 AH31015

AH31130

250200

AH31230AH31205 AH31210 AH31215

AH31110

100

AH31310 AH31315 AH31320

AH31220 AH31225

AH31025

AH31325

AH 99.. CUSTOMIZED

80

06

50Ø
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